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APIFLO-MH
 

 

APIFLO-MH Series 

Boiler Feed Pump 
According to API 610  

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

Capacity:  up to 1200m3/h (50Hz,);  up to 1440 m3/h (60Hz) 

Head:      up to 2800m (50Hz);  up to 4032m (60Hz) 

Pressure:  up to 30 MPa 

Temperature: -80~+210 oC  

Application:  
  

Mainly for handling medium, sub-high or high pressure boiler feed water, also for various clean mild 
liquids. 
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Boiler feed pump

 

 

1 General 
 
◇ APIFLO-MH series of pumps are horizontal 

multistage centrifugal pumps for handling boiler feed 
water or other various clean mild liquids. 
APIFLO-MH pumps are of single casing type.  

◇ Mechanical seals with cartridge design. 
◇ Seal flushing and cooling plan according to the 

standard of API 610 and API 682. 
 
◇ Hydaulics design with wider high-efficiency region to 

esnsure pumps running efficiently under various 
conditions. 

 
◇ First stage impeller having high suction head increases 

the pump’s anti-cavitations ability. 
 

◇ Axial thrusts are absorbed by the balance device 
combined by balance disk and balance drum, it is 
reliable and safe. 

 
◇ Axial thrusts are mainly absorbed by balance device. 

The residual thrusts are absorbed by self-lubricated 
rolling bearings or forced lubricated sliding bearings. 

 
◇ Suction casing, discharge casing, outer casing and 

stage casing can be made of forging. 
 

◇ Designed focusing on end-users’ convenience maintenance.  
 
 
 

2 Rotation direction 
 Clockwise viewed from the drive-end. 
 

3 Designation 
 

APIFLO-MH  50 -  55 x  10 
                            

                                        

                     Stages 

                     Head of each stage 

                     Capacity 

                     Pump series code 

 
 



DEEP BLUE PUMP COMPANY part of the Akay Industries groep.    Website: www.deepbluepumps.com     Brochure vers.2009-1 

 

          DEEP BLUE PUMP CO.                 part of the  Akay Industries group   

               
                        
        

 

        

                                        

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                      
 

     

 1
 D

riv
e-

en
d 

be
ar

in
g 

as
se

m
bl

y 
  

2 
Sh

af
t 

  
  

  
  

  
  

  
  

  
 3

 H
ea

d 
co

ve
r 

  
  

  
4 

Su
ct

io
n 

co
ve

r 
  

  
  

  
  

5 
Ti

e 
bo

lt 
  

 

6 
Im

pe
lle

r w
ea

rin
g 

rin
g 

  
  

  
 7

 S
ta

ge
 c

as
in

g 
w

ea
rin

g 
rin

g 
  

  
8 

Im
pe

lle
r 

  
  

  
  

9 
D

iff
us

er
 w

ea
rin

g 
rin

g 
  

  
10

 D
iff

us
er

  
 

11
 S

ta
ge

 c
as

in
g 

  
  

  
  

  
  

12
 D

is
ch

ar
ge

 c
as

in
g 

  
  

  
  

  
13

 B
al

an
ce

 sl
ee

ve
  

 1
4 

B
al

an
ce

 d
is

k 
  

  
  

  
  

 1
5 

En
d 

co
ve

r 
  

 

16
 S

ea
l a

ss
em

bl
y 

  
  

  
  

  
  

17
 N

on
-d

riv
e-

en
d 

be
ar

in
g 

as
se

m
bl

y 
 

4 APIFLO-MH cross sectional drawing 

Boiler feed pump
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